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Keystone’s exclusive line of bags for our Giant housings have a unique seal ring that ensures the most efficient means of bag
filtration. All bags are 100% polypropylene or polyester with plastisol (PVC) seal ring and are available in micron ratings from 1
to 200. Polyester bags are recommended for hot water/high pressure applications.

Keystone bags are available in the compact 10" length – very adaptable to side stream testing applications – and the more
versatile 20" double length. Other bags may also be used in our housings. Contact us at 1-800-822-1963 for details.

Changeout bags at 20-25 psid.

M A T E R I A L M A X I M U M F I L T E R S H I P P I N G
M O D E L P E = P o l y e s t e r MICRON FLOW RATE A R E A W E I G H T
N U M B E R P P = P o l y p r o p y l e n e R A T I N G GPM (LPM) SQ. IN. (O Z)

10" BAGS – to fit 10" housing with bag adapter
B A G 1 - 1 0 P E / P P 1 40 (152) 1 0 9 . 9 3.0 
B A G 5 - 1 0 P E / P P 5 40 (152) 1 0 9 . 9 3.0 
B A G 1 0 - 1 0 P E / P P 1 0 40 (152) 1 0 9 . 9 3.0 
B A G 2 5 - 1 0 P E / P P 2 5 40 (152) 1 0 9 . 9 3.0 
B A G 5 0 - 1 0 P E / P P 5 0 40 (152) 1 0 9 . 9 3.0 
B A G 1 0 0 - 1 0 P E / P P 1 0 0 40 (152) 1 0 9 . 9 3.0 
B A G 2 0 0 - 1 0 P E / P P 2 0 0 40 (152) 1 0 9 . 9 3.0 

20" BAGS – to fit 20" housing with bag adapter
B A G 1 - 2 0 P E / P P 1 50 (190) 2 2 2 . 6 4.0 
B A G 5 - 2 0 P E / P P 5 50 (190) 2 2 2 . 6 4 . 0
B A G 1 0 - 2 0 P E / P P 1 0 50 (190) 2 2 2 . 6 4.0 
B A G 2 5 - 2 0 P E / P P 2 5 50 (190) 2 2 2 . 6 4 . 0
B A G 5 0 - 2 0 P E / P P 5 0 50 (190) 2 2 2 . 6 4.0 
B A G 1 0 0 - 2 0 P E / P P 1 0 0 50 (190) 2 2 2 . 6 4.0 
B A G 2 0 0 - 2 0 P E / P P 2 0 0 50 (190) 2 2 2 . 6 4 . 0
The maximum operating temperatures of Keystone polypropylene and polyester bags are 140°F and 200°F, respectively.
When using Keystone polypropylene bags in Keystone GIANT talc polypropylene, styrene acrylonitrile (SAN) and/or 
natural polypropylene housings, the maximum operating temperature should not exceed 125°F.

GIANT Bag Pressure Drop (for KEYSTONE20" Bags @40gpm) vs Vi s c o s i t y
V i s c o s i t y 1 M 5 M 1 0 M 2 5 M 5 0 M 1 0 0 M 2 0 0 M

1 0 . 1 0 . 1 0 . 1
5 0 . 4 0 . 2 0 . 1 0 . 1 0 . 1

1 0 0 . 7 0 . 3 0 . 2 0 . 1 0 . 1
2 0 1 . 3 0 . 7 0 . 4 0 . 3 0 . 2 0 . 1
3 0 2 . 1 0 . 9 0 . 6 0 . 3 0 . 3 0 . 1 0 . 1
4 0 2 . 8 1 . 1 0 . 8 0 . 5 0 . 3 0 . 1 0 . 1
6 0 3 . 2 1 . 7 1 . 1 0 . 6 0 . 5 0 . 2 0 . 2
8 0 3 . 9 2 . 1 1 . 5 0 . 9 0 . 6 0 . 3 0 . 3

1 0 0 5 . 5 2 . 8 1 . 9 1 . 1 0 . 9 0 . 4 0 . 3
2 0 0 1 0 . 7 5 . 5 3 . 7 2 . 2 1 . 7 0 . 8 0 . 6
4 0 0 1 9 . 3 1 0 . 0 6 . 3 3 . 9 3 . 5 1 . 6 1 . 0
6 0 0 2 4 . 0 1 3 . 3 8 . 7 4 . 8 4 . 5 2 . 4 1 . 3

1 0 0 0 1 7 . 3 1 2 . 0 7 . 3 6 . 7 3 . 2 1 . 9
1 5 0 0 2 0 . 7 1 3 . 3 8 . 7 8 . 0 4 . 2 2 . 1
2 0 0 0 2 0 . 0 1 2 . 0 1 1 . 3 5 . 9 3 . 0
4 0 0 0 1 6 . 0 1 4 . 7 6 . 7 4 . 2
6 0 0 0 2 4 . 0 2 2 . 7 1 3 . 3 6 . 1
8 0 0 0 1 8 . 7 9 . 3

1 0 0 0 0 2 2 . 7 1 2 . 7
For 10" bags, multiply above numbers by 2                         All numbers in above chart are psid

G I A N T Housing Pressure Drop
10" Giant 20" Giant

G P M P S I G P M P S I
5 0 . 6 5 0 . 4

1 0 0 . 4 1 0 0 . 6
1 5 1 . 2 1 5 0 . 9
2 0 1 . 8 2 0 1 . 5
2 5 2 . 5 2 5 2 . 4
3 0 3 . 5 3 0 3 . 4
3 5 4 . 7 3 5 4 . 7
4 0 5 . 9 4 0 6 . 1

4 5 7 . 8

NOTE:
Calculate total system data by adding
bag pressure drop numbers above to
housing pressure drop numbers at left.


